1. Stecker am Roller anschlief3en
2. USB-Stecker am PC anschlieSen
3. Programm ,,LBMC" starten => den richtigen COM-Port auswéhlen

4. Sprache in englisch dndern -
5. Daten des Rollers anzeigen
-AEOSEE£© o= ==

& LBMC GUIV3.2.1 ODAU2e£141120 TGRS 18D+ 4E > pY:olb* ila 1+5E°0, U1=5GexAED."

: = > 4 ¢
& FOC Controller of, [comd 7 ¢t © 9 8 6
= Controller Parameter setting Controller Parameter setting 2
- Motor parameters HALL type 120ia Ll‘
Voltage parameter settings Phase shift value -60
- Current parameter settings Motor parameters Pole pairs 23 |
- Motor blockage settings Rated motor speed (rpm) 580 i
~Throttle parameter settings
~Accel and Decel parameter settin Battery Voltage (V) 60 =l
6. Zu ,,3-Gears Func settings® scrollen
3-Gears enable 1:Enable Ll‘
3-Gears switch mode setting 1:Shift =l
Button Mode default gear(0:HG 1:MG 2:LG) 0 ‘
High speed ratio (%) 45 \
Mid speed ratio (%) 75
Low speed ratio (%) 100 \
: V3.2.1 and above version
3-Gears Func setting : - ‘
High-Gear current limit ratio (%) 100
Mid-Gear current limit ratio (%) 100 \
Low-Gear current limit ratio (%) 100
V/3.3.0 and above version
High-Gear torque limit ratio (%) 60 \
Mid-Gear torque limit ratio (%) 70
Low-Gear torque limit ratio (%) 80 ‘
Reverse enable 1:Enable Ll‘
L Reuerse Func sefting =} sneed rafin (%) 25 \

— {iber,,...Speed ratio (%)“ kann die max. Geschwindigkeit verdndert werden
— {iber,,...Gear torque limit ratio (%)" kann die max. Power gedndert werden

8. Download anklicken (Daten werden zum Roller {ibertragen)
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=-FOC Controller
E! Controller Parameter setting

Wﬁs HALL type 120ia

9. Daten des Rollers anzeigen
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